EXORCIST

TECHNICAL RIDER

This rider is the only technical document and information source for EXORCIST band live shows, no matter what the size of stage is. In case there is no way to follow one of following items the one should discuss it with the band's sound engineer. This rider consists of 4 pages.

Sound Engineer: Vladimir Kasymov

Phone: +7 (926) 520 74 94

e-mail: kasymych@gmail.com

Using of the «Mackie», «Behringer», «Alto» and handmade equiment is 
strongly prohibited and absolutely not recommended. 

P.A. System   

Should be STEREO, with at least 3 band and should provide with not less than 110db (A) of undistorted sound. 20 W for 1 place in odeum. The placement of the cabinets should provide uniform sound in the odeum. There should be a Front Fill (2-4 acoustic systems + EQ + delay line) in case of the close position the front line of the audience. All the components should be in a proper condition

FOH mixing console 

The mixing console should be placed in the center of the hall, on the floor or on the raised floor, but not under the balcony. It cannot be placed to the left, to the right or behond the scene. 

The mixing console must have not less than 32 channels. Every channel must have:

not less than 10 auxiliary outputs for FX and monitors, there should be a «pre/post» switch.

4band EQ

not less than 8 subgroups or VCA

Please, no Mackie, Behrineg or Tesla mixers.

In case of analog mixing console there should be:

2 FX processors: Hall and Delay (with a TAP button or pedal). In case of placing device further than 1 meter from the master-section faders, it should be placed below.

Stereo 1/3 octave graphic equalizer (linked after the master section) (KT, BSS,XTA).

Compressors 4 ch (BSS, DBX, XTA)

Gates 6ch (Drawmer, BSS, DBX, XTA).

There should be a place for our rack devices and a laptop.


Monitoring system

1.   1st   AUX1-2: Stereo In Ear.

2.   2nd and 3rd , AUX3-4: по 2 broadband monitors with driver (not less than 300W).

3.   4th - 6th , AUX5-7: unbalanced jack wire needed, 220V socket near the drummes place

3.  7th- 8th , AUX8-9 (9-10): side monitors.

4.   EQ is need for 2-3 lines and side monitors., There should be no feedback.

Places for monitors:

2nd :   for the guitarists

3rd : for the bassist and the keyboardist

Power supply: 

The pressure in an electric network should be not less than 210V. The arrangement of points of connection on is specified on the plan of a stage.

Attention: all equipment should be grounded

Microphones and the additional equipment:

Drumset: DW, YAMAHA, TAMA, PEARL 

Drums should be set on a raised floor 2,5х3 meters wide, 0,4-0,6 meters high,

with a carpet covering, bass drum should be fixed!

Bassdrums drumheads: front — black color, (e.g REMO Powerstroke3).

Toms drumheads - REMO Pinstripe, (Pinstripe Ebony) or Evans G2.

All drumheads should be new and with no damage.

    1 x Bassdrum (kick)                                    22"  

    3 x Toms (1 fixed and 2 floor)  12" (rack), 16", 18” (floor)

    1 х Snare (maple snare drum)       14”x4,5”-5”

 Stands (obligatory):

    1 x Hi-Hat stand                          

    1 x Snare stand                              

    1 x Drum throne                             

    4 x Cymbal boom stand     

    1 x Clam stand

Everything should be in a good condition.

9 microphones for the drumsset (Shure, Beyerdynamic, Sennheiser, AKG) with holder (not needed for OverHeads)

 Bass guitar: 

1х 1bass guitar amplifier like Ampeg SVT Pro  with SVT810 cabinet, separated Di-box

1х guitar stand

Guitars:

2 identical vacuum-tube amplifiers with cabinets 4х12’’

4х DI-box (or stereo X2), with TS (jack) wires for the guitar FX processors, link for a guitar amplifier.

2х stands for asymmetrical guitars

3 vocal microphones (Shure, Sennheiser, AKG…)for the guitarist, bass-guitarist and the keyboardist

1 one-level keyboard stand

Sound check:

Not later than 4 before the gig.  Duration of the soundcheck is not less than 2 (two) hours from the moment of arrival.By the moment of arrival of group all necessary equipment should be connected and be ready for the work. The sound producer should have access to all systems without any restrictions. For the period of soundcheck in a hall there should not be spectators, as well as the unathorized people who are not participating in service of the equipment, especially carrying out audio — video recording.

The doors of the odeum should be closed before the tour manager allows them to be opened.

Lighting The adequate complete set for carrying  a rock concert.

3x follow spot + filling + a good operator.

Input List

	Ch. No.
	Source
	Mic/D.I.
	Insert
	Stand
	Note

	1
	Kick drum
	Special Mic
	Gate
	Short
	

	2
	Snare top
	Mic
	
	
	

	3
	Snare bottom
	Mic
	Gate
	
	

	4
	Hi-Hat
	Condenser Mic
	
	
	

	5
	Tom 1
	Mic
	Gate
	
	

	6
	Tom 2
	Mic
	Gate
	
	

	7
	Floor Tom
	Mic
	Gate
	
	

	8
	Overhead L
	Condenser Mic
	
	
	

	9
	Overhead R
	Condenser Mic
	
	
	

	10
	Bass
	Di-Box
	
	
	

	11
	Guit I L
	Di-Box
	
	
	

	12
	Guit I R
	Di-Box
	
	
	

	13
	Guit II L
	Di-Box
	
	
	

	14
	Guit II R
	Di-Box
	
	
	

	15
	Tr.1
	
	
	
	Multitrack placed in FOH

	16
	Tr.2
	
	
	
	

	17
	Tr3.
	
	
	
	

	18
	Tr.4
	
	
	
	

	19
	Tr.5
	
	
	
	

	20
	Tr.6
	
	
	
	

	21
	Tr.7
	
	
	
	

	22
	Tr.8
	
	
	
	

	23
	Back Voc Guit II
	Mic
	
	
	

	24
	Back Voc Bass
	Mic
	
	
	

	25
	Back Voc Keyb
	Mic
	
	
	

	26
	Lead Voc
	Our Radio Mic
	Comp
	
	DBX 160

	27
	Main FX ret L
	Our processor
	
	
	

	28
	Main FX ret R
	Our processor
	
	
	

	29
	FX Hall ret L
	
	
	
	

	30
	FX Hall ret R
	
	
	
	

	31
	FX Delay ret L
	
	
	
	

	32
	FX Delay ret R
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